PROJECT MANUAL
Revere Housing Authority

Interior Painting Of 

Administrative Office Space

Specifications Prepared By:

Revere Housing Authority
70 Cooledge Street
Revere, MA 02151

Tel:  781-284-4394
DATE:  October 1, 2016
REQUEST FOR QUOTES
The Revere Housing Authority, the Awarding Authority, invites Quotes from painting contractors for Interior Painting of the Section 8 Administrative Office located at 82 Cooledge Street, Revere, MA in accordance with the documents prepared by the Revere Housings Authority.
The Project consists of preparation and painting of all interior components of occupied office space. 
The work is estimated to cost $10,000.
Quotes are subject to M.G.L. c.149 §44(2)(A), to minimum wage rates as required by M.G.L. c.149 §§26 to 27H inclusive and the federal Davis Bacon Wage Rates. If there is a conflict between the two rates the contractor shall pay the higher rate.
Quotes will be received until 1:00 p.m., on Wednesday, November 30, 2016.

Quotes should be mailed or hand delivered to the Candy Tempesta, Revere Housing Authority, 70 Cooledge Street, Revere, MA 02151 or emailed at ctempesta@revereha.com and received no later than the date and time specified above.

A site visit is scheduled for Wednesday, November 16, 2016 at 9:30 a.m., at 82 Cooledge Street, Revere, MA. 
GENERAL PROVISIONS FOR CONTRACT  

1.0 CONTRACT AWARD

This contract shall be awarded within 30 days to the lowest responsible and eligible bidder as defined in MGL c.149 sec. 4A-J. 

2.0 SALES TAX EXEMPTION AND OTHER TAXES

2.1
To the extent that materials and supplies are used or incorporated in the performance of this Contract, the Contractor is considered an exempt purchaser under the Massachusetts Sales Act, Chapter 14 of the Acts of 1966.  The Contractor shall be responsible for paying all other taxes and tariffs of any sort, related to the work.

3.0
PERMITS, FEES, AND NOTICES

3.1
The Contractor shall secure and pay for all necessary permits.  The Contractor shall coordinate all efforts required to obtain this permit.  All other permits and governmental fees, licenses, and inspections necessary for proper execution and completion of the Work shall be secured and paid for by the Contractor.

3.2
The Contractor shall comply with and give notices required by laws, ordinances, rules, regulations, and lawful orders of public authorities bearing on performance of the Work.   If the Contractor performs Work knowing it to be contrary to laws, statutes, ordinances, building codes, and rules and regulations without such notice to the Owner, the Contractor shall assume full responsibility for such Work and shall bear the attributable costs.

4.0
INSURANCE REQUIREMENTS

4.1
The Contractor shall calculate as part of its price and provide the following insurance coverage.  This insurance shall be provided at the Contractor's expense and shall be in full force and effect during the full term of this contract. The Owner shall be named as additional insured on the Contractor's Liability Policies.

4.2
WORKER'S COMPENSATION. Not required if ALL work is done by a self-employed contractor.

Worker's Compensation:



Coverage A


Per M.G.L. c149 §34 and c152 as amended.


Employer's liability:



Coverage B


up to $500,000 each accident

4.3
CONTRACTOR'S COMMERCIAL GENERAL  LIABILITY


Bodily  Injury &
$1,000,000. each occurrence


Property Damage
$1,000,000. general aggregate

4.4
VEHICLE LIABILITY


Bodily  Injury &
$  200,000. each person


Property Damage
$  500,000. each accident




$1,000,000. Combined Single Limit

5.0
WAGES

Bidders shall include in their bid wages calculated from the wage rates established by the Massachusetts Department of Labor and Workforce Development and subject to M.G.L. c.149 §26 to 27H inclusive and the federal Davis Bacon Wage Rates and if there is a conflict between the two rates the contractor shall pay the higher rates.  This provision does not apply if work is done by a Sole Proprietor, doing the work alone.

5.1
The Contractor and all subcontractors shall provide certified payroll affidavits verifying compliance with MGL c.149 §§26 - 27H. The Contractor and all subcontractors shall provide a Statement of Compliance within 15 days of the completion of its portion of the work.  This statement shall be submitted to the Owner on the form found elsewhere in this section. 

6.0 
REJECTION OF DEFECTIVE MATERIALS AND WORK

The Owner's inspection of the Work shall not relieve the Contractor of any of its responsibilities to fulfill the Contract obligations, and defective work shall be corrected. Unsuitable work may be rejected by the Owner, notwithstanding that such work and materials have been previously overlooked or misjudged by the Owner and accepted for payment. If the Work or any part thereof shall be found defective at any time before the final acceptance of the whole Work, the Contractor shall forthwith correct such defect in a manner satisfactory to the Owner, and if any material brought upon the site for use in the Work, or selected for the same, shall be rejected by the Owner as unsuitable or not in conformity with the Contract requirements, the Contractor shall forthwith remove such materials from the vicinity of the Work. 
7.0 
EXECUTIVE ORDERS

The Contractor shall comply with the provisions of EPA Regulation 40 CFR 745; M.G.L. c.151B; Executive Order 526, Order regarding Non-Discrimination, Diversity, Equal Opportunity, Executive Order 527 establishing the Office of Access and Opportunity and Executive Order 481, prohibiting the use of undocumented workers on state contracts and all regulations promulgated pursuant thereto. The aforementioned law, executive orders, regulations and any amendments are incorporated herein by reference and made a part of this Contract.

8.0 
CONFLICT OF INTEREST

The Contractor covenants, that (1) presently, there is no financial interest and shall not acquire any such interest, direct or indirect, which would conflict in any manner or degree with the performance of services required to be performed under this Agreement or which would violate M.G.L. c.268A, as amended; (2) in the performance of this Contract, no person having any such interest shall be employed by the Contractor or engaged as a subcontractor by the contractor; and (3) no partner or employee of the firm is related by blood or marriage to any Board Member or employee of the Awarding Authority."

9.0
TERMINATION

The Owner may terminate this contract for cause or without cause if it determines that any of the following circumstances have occurred:

.1
The Contractor is adjudged bankrupt or has made a general assignment for the benefit of its creditors.

.2
A receiver has been appointed of the Contractor's property.

.3
All or a part of the Work has been abandoned.

.4
The Contractor has sublet or assigned all or any portion of the Work, the Contract, or claims thereunder, without the prior written consent of the Owner, except as provided in the Contract Documents.

.5
The Owner has determined that the rate of progress required on the project is not being met.

.6
The Contractor has substantially violated any provisions of this Contract.

9.1
The Owner may complete the work, or any part thereof, and charge its expense of so completing the work or part thereof, to the Contractor.

9.2
The Owner may take possession of and use any materials, machinery, implements and tools found upon the site of said Work. The Owner shall not be liable for any depreciation, loss or damage to said materials, machinery, implements or tools during said use and the Contractor shall be solely responsible for their removal from the Project site after the Owner has no further use for them.

9.3.
In the event that this Contract is terminated by the Owner, and termination is not based on a reason listed in Paragraph 9.1, the Contractor shall be compensated for its costs incurred on the Project, including reasonable costs of demobilization, calculated on a percent completion basis.
Payment by the Owner shall be considered to fully compensate the Contractor for all claims and expenses and those of any consultants, Subcontractors, and suppliers, directly or indirectly attributable to the termination, including any claims for lost profits.
10.0
INDEMNIFICATION

The Contractor shall take all responsibility for the Work and take all precautions for preventing injuries to persons and property in or about the Work; shall bear all losses resulting from or on account of the amount or character of the Work.  The Contractor shall pay or cause payment to be made for all labor performed or furnished and for all materials used or employed in carrying out this Contract.  The Contractor shall assume the defense of, and indemnify and save harmless, the Owner and their officers and agents from all claims relating to: labor performed or furnished and materials used or employed for the Work; inventions, patents and patent rights used in and in doing the Work unless such patent infringement is due to a product or process specified by the Owner; injuries to any person or corporation received or sustained by or from the Contractor and any employees, and Subcontractors and employees, in doing the work, or in consequence of any improper materials, implements or labor used or employed therein; and any act, omission, or neglect of the Contractor and any employees.






END OF SECTION

FORM FOR QUOTE
TO THE AWARDING AUTHORITY

A.
The undersigned proposes to furnish all labor and materials to the Revere Housing Authority in Revere, Massachusetts for Interior Painting of its Section 8 Offices located at 82 Cooledge Street in accordance with the Contract Documents prepared by the Revere Housing Authority for the contract price specified below, subject to additions and deductions according to the terms of the specifications.

B.
This bid includes addenda numbers(s) _________________.

C.
The proposed contract price is: 


  dollars ($
)
D.
The undersigned agrees that, if selected as general contractor, we will within five days, Saturdays, Sundays, and legal holidays excluded, after presentation thereof by the awarding authority, execute a contract in accordance with the terms of this bid. The undersigned hereby certifies that they are able to furnish labor that can work in harmony with all other elements of labor employed or to be employed on the work and that they will comply fully with all laws and regulations applicable to awards made subject to Section forty-four A.

The undersigned further certifies under the penalties of perjury that this bid is in all respects bona fide, fair and made without collusion or fraud with any other person.  As used in this subsection the work “person” shall mean natural person, joint venture, partnership, corporation or other business or legal entity.  The undersigned further certifies under penalty or perjury that the said undersigned is not presently debarred from doing public construction work in the Commonwealth under the provisions of section twenty-nine F of chapter twenty-nine, or any other applicable debarment provisions of any other chapter of the General Laws or any rule or regulation promulgated thereunder.


Signature(
__________________________

        Name of General Bidder

BY: ________________________________ 
    Signature and Title of person signing bid

____________________________________


            Business address

Date: _______________________________

________________________________________________


              City, State, Zip

OWNER-CONTRACTOR AGREEMENT

COMMONWEALTH OF MASSACHUSETTS

This agreement made the NNth day of  Month 20  by and between City or Town Name  Housing Authority hereinafter called the "Owner", and                                                         hereinafter called the "Contractor
Witnesseth, that the Owner and the Contractor, for the consideration hereinunder named, agree as follows
Article 1. Scope of Work: The Contractor shall perform all Work required by the Contract Documents for Brief Description of the Work 
prepared by     acting as and referred to in the Contract Documents as the "Owner".

Article 2. Time of Completion:  The Contractor shall commence work under this Contract on the date specified in the written "Notice to Proceed" and shall bring the Work to Substantial Completion within NNN calendar days of said date.  Damages for delays in the performance of the Work shall be in accordance with Article 9 of the General Conditions of the Contract.

Article 3. Contract Sum:  The Owner shall pay the Contractor, in current funds, for the performance of the Work, subject to additions and deductions by Change Order, of the Contract Sum of:

 Article 4. The Contract Documents:  The following, together with this Agreement, form the Contract and all are as fully a part of the contract as if attached to this Agreement or repeated herein:  The Advertisement, Bidding Documents, Contract Forms, Conditions of the Contract, and Specifications as enumerated in the Table of Contents, and all Modifications issued after execution of the Contract. Terms used in this Agreement which are defined in the Conditions of the Contract shall have the meanings designated in those Conditions.

Article 5. REAP Certification:  Pursuant to M.G.L. c.62(c) §49(a), the individual signing this Contract on behalf of the Contractor, hereby certifies, under the penalties of perjury, that to the best of their knowledge and belief the Contractor has complied with all laws of the Commonwealth relating to taxes, reporting of employees and contractors, and withholding and remitting child support

Article 7.  Worker Documentation Certification:  In accordance with Executive Order 481 the undersigned further certifies under the penalties of perjury that the Contractor shall not knowingly use undocumented workers in connection with the performance of this contract; that pursuant to federal requirements, the Contractor shall verify the immigration status of all workers assigned to such contract without engaging in unlawful discrimination; and that the it shall not knowingly or recklessly alter, falsify, or accept altered or falsified documents from any such worker(s).  The Contractor understands and agrees that breach of any of these terms during the contract period may be regarded as a material breach, subjecting the Contractor to sanctions, including but not limited to monetary penalties, withholding of payments, contract suspension or termination.

Article 8.  Conflict of Interest: The Contractor covenants, that (1) presently, there is no financial interest and shall not acquire any such interest, direct or indirect, which would conflict in any manner or degree with the performance of services required to be performed under this Agreement or which would violate M.G.L. c.268A, as amended; (2) in the performance of this Contract, no person having any such interest shall be employed by the Contractor or engaged as a subcontractor by the contractor; and (3) no partner or employee of the firm is related by blood or marriage to any Board Member or employee of the Awarding Authority."

In Witness Whereof, the Parties Hereto Have Caused This Instrument to be Executed Under Seal.

	1  CONTRACTOR
	
	2  AWARDING AUTHORITY

	
	
	

	Name of Contractor
	
	Name of Housing Authority

	
	
	

	Street
	
	Address

	
	
	

	City State Zip
	
	Signature and Seal

	By:
	
	
	

	Signature and Seal
	
	Title

	Witness
	
	
	Attest:
	

	
	
	
	
	


SECTION 01 00 10 
SUMMARY OF WORK
1.
SCOPE OF WORK
A. The Work under the Contract consists of: two floors of interior painting of all of the building components described below or as otherwise specified in the Contract Documents. 
B. There is approximately 5433 SF of wall surfaces with includes doors, frames & window casings and approximately 1445 SF of ceilings. 

C. There are 23 doors, 2 bi-fold doors and 22 window casings (no sash involved).
FIRST FLOOR
Common Hall Area

Walls
 703 SF (includes 9 doors & frames)
Foyer 11 x 11 
Walls
 417 SF (includes 3 doors & frames; 2 windows casings)
Ceiling
 130 SF                                                         

Managers Office 9 x 12
Walls
 336 SF (includes 1 door & frame; 3 window casings)

Ceiling
 108 SF 
Conference Room 11 x 16
Walls
400 SF (includes 3 windows casing, door & frame) 
Ceiling
176 SF
Reception Area 6 x 7
Walls
202 SF (includes 1 closet & 1 window casing)
Ceiling
42 SF
Bathroom 6 x 7
Walls
200 SF (includes 1 door & frame; 1 window casing)

Ceiling
42 SF

File Room 10 x 12
Walls
340 SF (includes 2 window casings)

Ceiling
120 SF
Two Stair Cases
Walls
371 SF

Ceilings
39 SF

Stair Balustrade
 8 F 

Risers
26
SECOND FLOOR

Office 12 x 12 with 1 Closet 2 x 5

Walls
384 SF (includes closet 2 doors & frames; 2 window casings)
Ceiling
144 SF (includes closet)
Office 10 x 11
Walls
336 SF (includes 1 door & frame; 2 window casings)
Ceiling
110 SF

Office 11 x 13 with 1 Closet 2 x 5

Walls
384 SF (includes closet, 2 doors & frames; 2 windows casings)
Ceiling
143 SF (includes closet)
Office 10 x 11 with 1 Closet 2 x 5
Walls
336 SF (includes closet, 2 doors & frames; 2 window casings)
Ceiling
110 SF (includes closet)

Office 11 x 11 with 1 Closet 2 x 5

Walls
352 SF (includes closet, 2 doors & frames; 2 window casings)
Ceiling
111 SF (includes closet)

Kitchen 5 x 7

Walls
200 SF (includes 1 window casing)
Ceiling
35 SF
Bathroom 5 x 7

Walls
190 SF (includes 1 door & frame)
Ceiling
35 SF

Hallway

Walls
282 SF (includes 1 door & frame)

Ceiling
100 SF

(2.)
All Work either shown on the Drawings or included in the specifications unless specifically indicated as not to be done.

B.
In addition, the Work under the Contract includes:

(1.)
Work outside the Project Site as called for in the Contract Documents and as required for the performance of the Work.
(2.)
The restoration of any items damaged or destroyed by encroaching upon areas outside the Project Site.
(3.)
Providing and restoring, where appropriate, all temporary facilities.

2.
TIME OF COMPLETION
The Work shall start as stated in the Notice to Proceed and shall be complete within 30 consecutive calendar days. 

END OF SECTION

SECTION 09900

PAINTING
PART 1
GENERAL 

SECTION INCLUDES 

A. 
Surface preparation and field application of paints. 

B. General provisions of the Contract, including general and supplementary conditions and Division 1 specifications sections apply to the work of this section. 

1.01
SCOPE OF WORK 

A. Provide all labor, materials equipment and services necessary for the proper and complete application of painting, as specified herein. 

B. Surface preparation, painting and finishing of exposed interior items and surfaces. Surface preparation, priming and finish coats specified in this section are in addition to shop priming and surface treatment specified. 

C. Paint exposed surfaces as specified herein, except where a surface of material is specifically indicated not to be painted or is to remain neutral. Where an item or surface is not specifically mentioned, paint the same as similar adjacent materials or surfaces. 

1.
Paint on existing painted surfaces: All existing painted surfaces to be repainted are to be brought to new surface condition.  All new materials are to be compatible with old paint materials to be painted over. 

D. All colors, textures and degree of luster shall be selected by the Owner. 

E. The term "paint" includes coating systems materials, primers, emulsions, enamels, stains, sealers and fillers, urethane and other applied materials whether used as primary, intermediate or finish coats. 

F. Do not paint over factory manuals or other code- required labels or equipment name, identification, performance rating, or nomenclature plates. 

G. All painting work and hours of work will be established by the Revere Housing Authority. 

1.02
REFERENCES 

A. ASTM D16 -Definitions of Terms Relating to Paint, Varnish, Lacquer and Related Products. 

B.
PDCA (Painting and Decorating Contractors of America) -Painting – Owner rural Specifications Manual.

1.03 
DEFINITIONS/QUALITY ASSURANCE 

A. Conform to ASTM DJ6 for interpretation of terms used in this Section. 

B. Single-source Responsibility: Provide primers and undercoat paint produced by the same manufacturer as the finish coats. 

C. Coordination of work: Review other sections in which primers are provided to ensure compatibility of the total systems for various substrates. On request, furnish information on characteristics of finish materials to ensure use of compatible primers. 

1. Notify the Owner of problems anticipated using the materials specified. 

D. Field Samples: Before field painting is begun, sample panels of each type of paint specified, in each color specified by the Owner, shall be made on the same substrates scheduled to receive specified finishes. Modify colors as directed by the Owner. Final acceptance of colors will be from job-applied samples. The finish work shall match the appearance and quality of the approved panels. 

1. The contractor will provide samples of all products to be used on the project for review and approval by the Owner. 

1.04
SUBMITTALS

A. 
Product Data: Provide manufacturer's technical information, label analysis and application instructions for each material proposed for use. 

1. Notify the Owner of problems anticipated using the materials specified. 

B.
 Samples for initial color selection in the form of color chip files, books, or "wheels". After color selection by the Owner, provide field samples as indicated. 

1. Samples: Submit samples, illustrating range of colors and textures available for each surface-finishing product scheduled. 

2.
Manufacturer's Instructions: Indicate special surface preparation procedures, substrate conditions requiring special attention. 

1.05 
QUALIFICATIONS: PRODUCT AND APPLICATION 

A. Material Quality: Provide the manufacturer's best quality paint material of the various coating types specified. Paint material containers not displaying manufacturer's product identification will not be acceptable. 

B. Applicator: Company performing the work of this section; minimum three years documented experience in painting and related projects of this building type.  All trades people working on project are to be fully experienced in their respective trade. 

1.06
REGULATORY REQUIREMENTS

Conform to NFPA and related applicable codes for flame and smoke rating requirements for finishes. 

1.07
FIELD SAMPLES 

Provide field sample of paint, caulking and all specified products herein. Locate where directed by the Owner. Accepted sample may remain as part of the Work.

1.08
DELIVERY, STORAGE AND HANDLING 

A. Deliver, store, protect and handle products to site as per manufacturer's specifications. 

B. Deliver products to site in sealed and labeled containers; inspect to verify acceptability. 

C. Container label to include manufacturer's name, type of paint, brand name, lot number, brand code, coverage, surface preparation, drying time, cleanup requirements, color designation and instructions for mixing and reducing. 

D. Store paint materials at minimum ambient temperature of 45 degrees F (7 degrees C) and a maximum of 90 degrees F (32 degrees C), in ventilated area, and as required by manufacturer's instructions. 

E. Protect from freezing. Keep storage area neat and orderly. Remove oily rags and waste daily. Take necessary measures to ensure that workers and work areas are protected from fire and health hazards resulting from handling, mixing and application. 

1. All on site storage requirements are to be approved by the Revere Housing Authority. 

1.9
ENVIRONMENTAL REQUIREMENTS 

A. Do not apply materials when surface and ambient temperatures are outside the temperature ranges required by the paint product manufacturer. 

B. Do not apply interior coatings when relative humidity is outside the humidity ranges required by the paint product manufacturer or above 85 percent; at temperatures less than 5 degrees F above the dew point or to damp or wet surfaces. 

1. Painting may continue during inclement weather if surfaces and areas to be painted are enclosed and heated within temperature limits specified by the manufacturer during application and drying periods. 

C. Minimum Application Temperatures for Oil Based Paints: 45 degrees F (7 degrees C) for interior; unless required otherwise by manufacturer's instructions. 

1.10
EXTRA MATERIALS 

A.
Provide extra gallons of each color, type and surface texture to Owner as applicable and in the amount of 5% of each color used with all extra stock sealed in clearly marked and tightly sealed containers. 

B.
Label each container with color, type, texture, room locations and paint schedule number in addition to the manufacturer's label.

PART 2-PRODUCTS 

2.01 
MANUFACTURERS 

A.
Available paint manufacturers: Subject to compliance with requirements, manufacturer's offering products that may be incorporated in the work include but are not limited to the following: Interior Enamel Eggshell latex 
1. PPG Industries, Pittsburgh Paints (Pittsburgh). 

2. Benjamin Moore and Co. (Moore). 

3. California Product Corporation, California Paints, or equal. 

2.02 
MATERIALS 

A.
Coatings: Ready mixed, except field-catalyzed coatings. Process pigments to a soft paste consistency, capable of being ready and uniformly dispersed to a homogeneous coating; good flow and brushing properties; capable of drying or curing free of streaks or sags.

B.
Accessory Materials: Linseed oil, shellac, window putty, caulking turpentine, paint thinners and other materials not specifically indicated but required to achieve the finishes specified, of similar commercial grade and compatible with paint products specified quality. 

C.
Patching Materials: Compatible and equal with paint product; submit filler products for drywall repair for approval. 

D.
Paint materials shall be standard manufacturer's ready mixed material made particularly for the purpose intended, as herein specified. 

E.
Paint materials and manufacturers indicated in the paint schedule designate the type and quality of required products. 

F.
Proprietary names used to designate materials are not intended to imply that products named are required or to exclude equal products of other manufacturers. 

G.
For deep tone finish colors, use primers and deep tone tinting bases as recommended by manufacturer to provided finish product to match systems indicated on paint schedule. Provide additional finish coat for accent colors. 

H.
Caulking: Use sealants within time limits specified by manufacturer. Acceptable sealants manufacturers include: Pecora, GE, Tremco, Sonneborn, DAP or A.E. Sealants used shall be fully compatible with paint products. 

PART 3- EXECUTION 3.01 EXAMINATION 

A.
Verify that surfaces and substrate conditions are ready to receive paint as per product manufacturer specifications; start of painting will be construed as the applicators acceptance of surfaces and conditions within a particular area(s). 

B. Examine surfaces scheduled to be finished prior to commencement of work. Report any condition that may potentially affect proper application; do not begin any paint application until unsatisfactory conditions have been corrected. 

C. Test shop applied primer for compatibility with subsequent cover materials. 


3.01 
PREPARATION 

A.
Remove or mask electrical plates, hardware, light fixture trim, fire alarm fixtures, escutcheons, clocks, paintings or wall hangings prior to preparing surfaces or finishing; remove these items if necessary for complete painting of the items and adjacent surfaces. Following completion of painting operations in each space or area, have items reinstalled by workers skilled in the trades involved. 

B.
Provide surface-applied protection to items in place and not to be finish painted prior to the surface preparation and painting operations. 

C.
Correct defects and clean surfaces which affect work of this section. Remove oil and grease prior to cleaning. Remove existing coatings that exhibit loose surface defects. Schedule cleaning and painting so that dust and other contaminants from the cleaning process will not fall on wet, newly painted surfaces. 

D.
Vacuum all surfaces to remove any dust and dirt before start of painting to prevent raising of dust during painting operations. 

E.
Impervious Surfaces: Remove dirt, grease or oil by scrubbing with solution of tri-sodium phosphate and bleach. Rinse with clean water and allow surface to dry. 

F. 
GWB Interior Walls and Ceilings Scheduled to Receive Paint Finish:  Remove dust, grit and foreign matter. Repair all surface irregularities or stained sections before paint is applied. 

1.
All interior surfaces to be inspected, repair cracks and holes with patching plaster, properly keyed to the existing plaster, and sandpaper smooth. 

2. 
All split/cracked open areas: windows, door casings and overhangs will be caulked/patched. 
3. 
Prime repaired plaster surfaces with an approved primer. Spackle imperfections in the plaster that become visible after the prime coat is applied. Make flush with the adjoining surface, and spot prime with the prime coat material. If the prime coat does not dry to a uniform sheen over the entire surface, the areas that indicate suction shall also be spot primed before applying succeeding coats. 

3.02 
APPLICATION 

A.
Apply products in accordance with manufacturer's instructions.

B. 
Do not apply finishes to surfaces that are not dry. 

C. 
Apply each coat to uniform finish. 

D. 
Apply each coat of paint slightly darker than preceding coat unless otherwise approved. 

E. 
Sand GWB between coats to achieve required finish. 

F. 
Vacuum clean surfaces free of loose particles. Use tack cloths prior to applying next coat. 

G. 
Allow applied coat to dry before next coat is applied. 

K. 
Use applicators and techniques best suited for substrate and type of material being applied. Final coat of paint shall be brushed or rolled. 

L. 
The number of coats and film thickness required is the same regardless of the application method. Do not apply succeeding coats until the previous coat has cured as recommended by the manufacturer. 

M. 
The term exposed surfaces includes areas visible when permanent and built in fixtures, covers, grilles and similar components are in place. 

N. 
Paint backsides of access panels and removable or hinged covers to match exposed surfaces; sand lightly between each succeeding enamel or varnish coat. 

0. 
Scheduling painting: Apply first coat to surfaces that have been cleaned, pretreated, or otherwise prepared for painting as soon as practicable after preparation and before subsequent surface deterioration. 

P.
Allow sufficient time between successive coats to permit proper drying (minimum drying time as per manufacturer's specification).  Do not recoat until paint has dried to where it feels firm, and does not deform or feel sticky under moderate thumb pressure and where application of another coat of paint does not cause lifting or loss of adhesion of the undercoat. 

Q. 
Minimum coating thickness:  Apply materials at not less than the manufacturer's recommended spreading rate. Provide a total dry film thickness of the entire system as recommended by the manufacturer to material that is required to be painted or finished and has not been prime coated by others.  Recoat primed and sealed surfaces where evidence of suction spots or unsealed areas in first coat appears, to assure a finish coat with no burn through or other defects due to insufficient sealing. 

R. 
Completed work: Match approved samples for color, texture and coverage. Remove, refinish, or repaint work not in compliance with specified requirements. 

3.03 
FIELD QUALITY CONTROL 

A. Test questionable coated areas in accordance with ASTM current standard. 

B. Do not clean surfaces in advance of 1 day prior to priming. 

C. Collect waste materials, place in closed metal containers and remove from site daily.

3.04
CLEANING UP 

A. 
Cleanup: At the end of each work day, remove empty cans, rags, rubbish and other discarded paint materials from the site. 

B.
Upon completion of painting, clean glass and paint splattered surfaces. Remove spattered paint by washing and scraping, using care not to scratch or damage adjacent finished surfaces. 

3.05
PROTECTION 

A.
Protect carpet, wood handrails, wood light valances, wood door surfaces and all other surfaces not scheduled to be painted against damage by painting.  Correct damage by cleaning, repairing, or replacing and repainting until acceptable to the Owner.  Provide "Wet Paint" signs to protect newly painted finishes. Remove temporary protective wrappings provided by others for protection of their work after completion of painting operations. 

B.
At completion of construction activities of other trades touch up and restore damaged or defaced painted surfaces. 

END OF SECTION 

ATTACHMENTS

1.
MASSACHUSETTS PREVAILING WAGE RATES
2. 
FEDERAL DAVIS BACON WAGE RATES
3.
HUD 5370 EZ – HUD GENERAL CONDITIONS


